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DS-8004HDI-S
Standalone DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Input
Audio Input Interface

Audio Compression
Intercom

H.264
4
BNC (1.0Vp-p, 75Ω)
4
BNC (2.0Vp-p, 1kΩ)
OggVorbis, 16Kbps
1 channel, BNC (2.0Vp-p, 1KΩ)

Video/Audio Output
Display

Recording Resolution
Simutaneous Playback

Main Video Output
Aux Video Output

Recording/Playback

Dual Stream
Bit Rate

Main Audio Output

Aux Audio Output

VGA Output

PAL: 704x576
NTSC: 704x480
4CIF/DCIF/2CIF/CIF/QCIF 
2 Ch
1 Ch, BNC (1.0Vp-p, 75Ω)
1 Ch, BNC (1.0Vp-p, 75Ω)
4CIF: 12fps
DCIF: 15fps
2CIF: 25(P)/30(N) fps
Yes
32Kbps ~ 8Mbps
1 Ch, BNC (Linear Electrical 
Level, 600Ω)
1 Ch, BNC (Linear Electrical 
Level, 600Ω)
1, Support 800x600 (60Hz), 
1024x768 (60Hz), 1280×1024 
(60Hz)

Hard Disk Drive
Interface
Capacity

SATA x 8
Each HDD Supports Up to 
2000GB

External Interface
Communication Interface

RS-485 Port
Keyboard Interface

USB Interface
Alarm Input

Alarm Output

1 RJ45 10M/100M Ethernet Port
1 RJ45 RS232 Port
1 (T+, T-, R+, R-)
1 (D+, D-)
1
4 (Terminal Block)
2 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Chassis

Dimensions

Weight

100~240VAC, 6.3A, 50~60Hz
≤70W (w/o HDD and DVD-R/W)
-10°C ~ 55°C
10% ~ 90%
19” Standard
470mm(D)x441mm(W)
x90mm(H)
≤8Kg (w/o HDD and DVD-R/W)

Key Features
• Each channel supports up to 4CIF encoding
• Dual stream
• Support main and auxiliary video output 
• 8 SATA interface
• eSATA interface for high-speed backup (optional)
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DS-8008HDI-S
Standalone DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Input
Audio Input Interface

Audio Compression
Intercom

H.264
8
BNC (1.0Vp-p, 75Ω)
8
BNC (2.0Vp-p, 1kΩ)
OggVorbis, 16Kbps
1 channel, BNC (2.0Vp-p, 1KΩ)

Video/Audio Output
Display

Recording Resolution
Simutaneous Playback

Main Video Output
Aux Video Output

Recording/Playback

Dual Stream
Bit Rate

Main Audio Output

Aux Audio Output

VGA Output

PAL: 704x576
NTSC: 704x480
4CIF/DCIF/2CIF/CIF/QCIF 
2 Ch
1 Ch, BNC (1.0Vp-p, 75Ω)
1 Ch, BNC (1.0Vp-p, 75Ω)
4CIF: 12fps
DCIF: 15fps
2CIF: 25(P)/30(N) fps
Yes
32Kbps ~ 8Mbps
1 Ch, BNC (Linear Electrical 
Level, 600Ω)
1 Ch, BNC (Linear Electrical 
Level, 600Ω)
1, Support 800x600 (60Hz), 
1024x768 (60Hz), 1280×1024 
(60Hz)

Hard Disk Drive
Interface
Capacity

SATA x 8
Each HDD Supports Up to 
2000GB

External Interface
Communication Interface

RS-485 Port
Keyboard Interface

USB Interface
Alarm Input

Alarm Output

1 RJ45 10M/100M Ethernet Port
1 RJ45 RS232 Port
1 (T+, T-, R+, R-)
1 (D+, D-)
1
16 (Terminal Block)
4 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Chassis

Dimensions

Weight

100~240VAC, 6.3A, 50~60Hz
≤70W (w/o HDD and DVD-R/W)
-10°C ~ 55°C
10% ~ 90%
19” Standard
470mm(D)x441mm(W)
x90mm(H)
≤8Kg (w/o HDD and DVD-R/W)

Key Features
• Each channel supports up to 4CIF encoding
• Dual stream
• Support main and auxiliary video output 
• 8 SATA interface
• eSATA interface for high-speed backup (optional)
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DS-8016HDI-S
Standalone DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Input
Audio Input Interface

Audio Compression
Intercom

H.264
16
BNC (1.0Vp-p, 75Ω)
16
BNC (2.0Vp-p, 1kΩ)
OggVorbis, 16Kbps
1 channel, BNC (2.0Vp-p, 1KΩ)

Video/Audio Output
Display

Recording Resolution
Simutaneous Playback

Main Video Output
Aux Video Output

Recording/Playback

Dual Stream
Bit Rate

Main Audio Output

Aux Audio Output

VGA Output

PAL: 704x576
NTSC: 704x480
4CIF/DCIF/2CIF/CIF/QCIF 
2 Ch
1 Ch, BNC (1.0Vp-p, 75Ω)
1 Ch, BNC (1.0Vp-p, 75Ω)
4CIF: 12fps
DCIF: 15fps
2CIF: 25(P)/30(N) fps
Yes
32Kbps ~ 8Mbps
1 Ch, BNC (Linear Electrical 
Level, 600Ω)
1 Ch, BNC (Linear Electrical 
Level, 600Ω)
1, Support 800x600 (60Hz), 
1024x768 (60Hz), 1280×1024 
(60Hz)

Hard Disk Drive
Interface
Capacity

SATA x 8
Each HDD Supports Up to 
2000GB

External Interface
Communication Interface

RS-485 Port
Keyboard Interface

USB Interface
Alarm Input

Alarm Output

1 RJ45 10M/100M Ethernet Port
1 RJ45 RS232 Port
1 (T+, T-, R+, R-)
1 (D+, D-)
1
16 (Terminal Block)
4 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Chassis

Dimensions

Weight

100~240VAC, 6.3A, 50~60Hz
≤70W (w/o HDD and DVD-R/W)
-10°C ~ 55°C
10% ~ 90%
19” Standard
470mm(D)x441mm(W)
x90mm(H)
≤8Kg (w/o HDD and DVD-R/W)

Key Features
• Each channel supports up to 4CIF encoding
• Dual stream
• Support main and auxiliary video output 
• 8 SATA interface
• eSATA interface for high-speed backup (optional)
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DS-8004HTI-S
Standalone DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Input
Audio Input Interface

Audio Compression
Intercom

H.264
4
BNC (1.0Vp-p, 75Ω)
4
BNC (2.0Vp-p, 1kΩ)
OggVorbis, 16Kbps
1 Ch, BNC (2.0Vp-p, 1KΩ)

Video/Audio Output
Display

Recording Resolution
Simutaneous Playback

Main Video Output
Aux Video Output

Recording/Playback

Dual Stream
Bit Rate

Main Audio Output

Aux Audio Output

VGA Output

PAL: 704x576
NTSC: 704x480
4CIF/DCIF/2CIF/CIF/QCIF
2 Ch
1 Ch, BNC (1.0Vp-p, 75Ω)
1 Ch, BNC (1.0Vp-p, 75Ω)
4CIF: 15fps
DCIF: 25(P)/30(N) fps
Yes
32Kbps ~ 8Mbps
1 Ch, BNC (Linear Electrical 
Level, 600Ω)
1 Ch, BNC (Linear Electrical 
Level, 600Ω)
1, Support 800x600 (60Hz), 
1024x768 (60Hz), 1280x1024 
(60Hz)

Hard Disk Drive
Interface
Capacity

SATA x 8
Each HDD Supports Up to 
2000GB

External Interface
Communication Interface

RS-485 Port
Keyboard Interface

USB Interface
Alarm Input

Alarm Output

1 RJ45 10M/100M Ethernet Port
1 RJ45 RS232 Port
1 (T+, T-, R+, R-)
1 (D+, D-)
1 
4 (Terminal Block)
2 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Chassis

Dimensions

Weight

100~240VAC, 6.3A, 50~60Hz
≤70W (w/o HDD and DVD-R/W)
-10°C ~ 55°C
10% ~ 90%
19” Standard
470mm(D)x441mm(W)
x90mm(H)
≤8Kg (w/o HDD and DVD-R/W)

Key Features
• Each channel supports up to 4CIF encoding
• Dual stream
• Support main and auxiliary video output 
• 8 SATA interface
• eSATA interface for high-speed backup (optional)
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DS-8008HTI-S
Standalone DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Input
Audio Input Interface

Audio Compression
Intercom

H.264
8
BNC (1.0Vp-p, 75Ω)
8
BNC (2.0Vp-p, 1kΩ)
OggVorbis, 16Kbps
1 Ch, BNC (2.0Vp-p, 1KΩ)

Video/Audio Output
Display

Recording Resolution
Simutaneous Playback

Main Video Output
Aux Video Output

Recording/Playback

Dual Stream
Bit Rate

Main Audio Output

Aux Audio Output

VGA Output

PAL: 704x576
NTSC: 704x480
4CIF/DCIF/2CIF/CIF/QCIF
2 Ch
1 Ch, BNC (1.0Vp-p, 75Ω)
1 Ch, BNC (1.0Vp-p, 75Ω)
4CIF: 15fps
DCIF: 25(P)/30(N) fps
Yes
32Kbps ~ 8Mbps
1 Ch, BNC (Linear Electrical 
Level, 600Ω)
1 Ch, BNC (Linear Electrical 
Level, 600Ω)
1, Support 800x600 (60Hz), 
1024x768 (60Hz), 1280x1024 
(60Hz)

Hard Disk Drive
Interface
Capacity

SATA x 8
Each HDD Supports Up to 
2000GB

External Interface
Communication Interface

RS-485 Port
Keyboard Interface

USB Interface
Alarm Input

Alarm Output

1 RJ45 10M/100M Ethernet Port
1 RJ45 RS232 Port
1 (T+, T-, R+, R-)
1 (D+, D-)
1 
16 (Terminal Block)
4 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Chassis

Dimensions

Weight

100~240VAC, 6.3A, 50~60Hz
≤70W (w/o HDD and DVD-R/W)
-10°C ~ 55°C
10% ~ 90%
19” Standard
470mm(D)x441mm(W)
x90mm(H)
≤8Kg (w/o HDD and DVD-R/W)

Key Features
• Each channel supports up to 4CIF encoding
• Dual stream
• Support main and auxiliary video output 
• 8 SATA interface
• eSATA interface for high-speed backup (optional)
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DS-8012HTI-S
Standalone DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Input
Audio Input Interface

Audio Compression
Intercom

H.264
12
BNC (1.0Vp-p, 75Ω)
12
BNC (2.0Vp-p, 1kΩ)
OggVorbis, 16Kbps
1 Ch, BNC (2.0Vp-p, 1KΩ)

Video/Audio Output
Display

Recording Resolution
Simutaneous Playback

Main Video Output
Aux Video Output

Recording/Playback

Dual Stream
Bit Rate

Main Audio Output

Aux Audio Output

VGA Output

PAL: 704x576
NTSC: 704x480
4CIF/DCIF/2CIF/CIF/QCIF
2 Ch
1 Ch, BNC (1.0Vp-p, 75Ω)
1 Ch, BNC (1.0Vp-p, 75Ω)
4CIF: 15fps
DCIF: 25(P)/30(N) fps
Yes
32Kbps ~ 8Mbps
1 Ch, BNC (Linear Electrical 
Level, 600Ω)
1 Ch, BNC (Linear Electrical 
Level, 600Ω)
1, Support 800x600 (60Hz), 
1024x768 (60Hz), 1280x1024 
(60Hz)

Hard Disk Drive
Interface
Capacity

SATA x 8
Each HDD Supports Up to 
2000GB

External Interface
Communication Interface

RS-485 Port
Keyboard Interface

USB Interface
Alarm Input

Alarm Output

1 RJ45 10M/100M Ethernet Port
1 RJ45 RS232 Port
1 (T+, T-, R+, R-)
1 (D+, D-)
1 
16 (Terminal Block)
4 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Chassis

Dimensions

Weight

100~240VAC, 6.3A, 50~60Hz
≤70W (w/o HDD and DVD-R/W)
-10°C ~ 55°C
10% ~ 90%
19” Standard
470mm(D)x441mm(W)
x90mm(H)
≤8Kg (w/o HDD and DVD-R/W)

Key Features
• Each channel supports up to 4CIF encoding
• Dual stream
• Support main and auxiliary video output 
• 8 SATA interface
• eSATA interface for high-speed backup 
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DS-8016HTI-S
Standalone DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Input
Audio Input Interface

Audio Compression
Intercom

H.264
16
BNC (1.0Vp-p, 75Ω)
16
BNC (2.0Vp-p, 1kΩ)
OggVorbis, 16Kbps
1 Ch, BNC (2.0Vp-p, 1KΩ)

Video/Audio Output
Display

Recording Resolution
Simutaneous Playback

Main Video Output
Aux Video Output

Recording/Playback

Dual Stream
Bit Rate

Main Audio Output

Aux Audio Output

VGA Output

PAL: 704x576
NTSC: 704x480
4CIF/DCIF/2CIF/CIF/QCIF
2 Ch
1 Ch, BNC (1.0Vp-p, 75Ω)
1 Ch, BNC (1.0Vp-p, 75Ω)
4CIF: 15fps
DCIF: 25(P)/30(N) fps
Yes
32Kbps ~ 8Mbps
1 Ch, BNC (Linear Electrical 
Level, 600Ω)
1 Ch, BNC (Linear Electrical 
Level, 600Ω)
1, Support 800x600 (60Hz), 
1024x768 (60Hz), 1280x1024 
(60Hz)

Hard Disk Drive
Interface
Capacity

SATA x 8
Each HDD Supports Up to 
2000GB

External Interface
Communication Interface

RS-485 Port
Keyboard Interface

USB Interface
Alarm Input

Alarm Output

1 RJ45 10M/100M Ethernet Port
1 RJ45 RS232 Port
1 (T+, T-, R+, R-)
1 (D+, D-)
1 
16 (Terminal Block)
4 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Chassis

Dimensions

Weight

100~240VAC, 6.3A, 50~60Hz
≤70W (w/o HDD and DVD-R/W)
-10°C ~ 55°C
10% ~ 90%
19” Standard
470mm(D)x441mm(W)
x90mm(H)
≤8Kg (w/o HDD and DVD-R/W)

Key Features
• Each channel supports up to 4CIF encoding
• Dual stream
• Support main and auxiliary video output 
• 8 SATA interface
• eSATA interface for high-speed backup (optional)
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DS-8004HCI-S
Standalone DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Input
Audio Input Interface

Audio Compression
Intercom

H.264
4
BNC (1.0Vp-p, 75Ω)
4
BNC (2.0Vp-p, 1kΩ)
OggVorbis, 16Kbps
1 Ch, BNC (2.0Vp-p, 1KΩ)

Video/Audio Output
Display

Recording Resolution
Simutaneous Playback

Main Video Output
Recording/Playback

Dual Stream
Bit Rate

Main Audio Output

VGA Output

PAL: 704x576
NTSC: 704x480
QCIF/CIF/2CIF/DCIF/4CIF
2 Ch
1 Ch, BNC (1.0Vp-p, 75Ω)
4CIF: 6fps
DCIF: 8fps
2CIF: 12fps
CIF: 25(P)/30(N) fps
Yes
32Kbps ~ 8Mbps
1 Ch, BNC (Linear Electrical 
Level, 600Ω)
1, Support 800x600 (60Hz), 
1024x768 (60Hz), 1280×1024 
(60Hz)

Hard Disk Drive
Interface
Capacity

SATA x 4
Each HDD Supports Up to 
2000GB

External Interface
Communication Interface

RS-485 Port
Keyboard Interface

USB Interface
Alarm Input

Alarm Output

1 RJ45 10M/100M Ethernet Port
1 RJ45 RS-232 Port
1 (T+, T-, R+, R-)
2 RJ45
1
4 (Terminal Block)
2 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Chassis

Dimensions

Weight

100~240VAC, 6.3A, 50~60Hz
≤70W (w/o HDD and DVD-R/W)
-10°C ~ 55°C
10% ~ 90%
19”  Standard 
470mm(D)x441mm(W)
x90mm(H)
≤ 8Kg (w/o HDD and DVD-R/W)

Key Features
• Each channel supports 4CIF encoding
• Dual stream
• 4 SATA interface
• eSATA interface for high-speed backup (optional)
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DS-8008HCI-S
Standalone DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Input
Audio Input Interface

Audio Compression
Intercom

H.264
8
BNC (1.0Vp-p, 75Ω)
8
BNC (2.0Vp-p, 1kΩ)
OggVorbis, 16Kbps
1 Ch, BNC (2.0Vp-p, 1KΩ)

Video/Audio Output
Display

Recording Resolution
Simutaneous Playback

Main Video Output
Aux Video Output

Recording/Playback

Dual Stream
Bit Rate

Main Audio Output

Aux Audio Output

VGA Output

PAL: 704x576
NTSC: 704x480
QCIF/CIF/2CIF/DCIF/4CIF
1 Ch
1 Ch, BNC (1.0Vp-p, 75Ω)
1 Ch, BNC (1.0Vp-p, 75Ω)
4CIF: 6fps
DCIF: 8fps
2CIF: 12fps
CIF: 25(P)/30(N) fps
Yes
32Kbps ~ 8Mbps
1 Ch, BNC (Linear Electrical 
Level, 600Ω)
1 Ch, BNC (Linear Electrical 
Level, 600Ω)
1, Support 800x600 (60Hz), 
1024x768 (60Hz), 1280×1024 
(60Hz)

Hard Disk Drive
Interface
Capacity

SATA x 8
Each HDD Supports Up to 
2000GB

External Interface
Communication Interface

RS-485 Port
Keyboard Interface

USB Interface
Alarm Input

Alarm Output

1 RJ45 10M/100M Ethernet Port
1 RJ45 RS-232 Port
1 (T+, T-, R+, R-)
1 (D+, D-)
1
16 (Terminal Block)
4 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Chassis

Dimensions

Weight

100~240VAC, 6.3A, 50~60Hz
≤70W (w/o HDD and DVD-R/W)
-10°C ~ 55°C
10% ~ 90%
19”  Standard 
470mm(D)x441mm(W)
x90mm(H)
≤ 8Kg (w/o HDD and DVD-R/W)

Key Features
• Each channel supports 4CIF, DCIF, 2CIF encoding
• Dual stream
• Support main and auxiliary video output 
• 8 SATA interface
• eSATA interface for high-speed backup (optional)
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DS-8016HCI-S
Standalone DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Input
Audio Input Interface

Audio Compression
Intercom

H.264
16
BNC (1.0Vp-p, 75Ω)
16
BNC (2.0Vp-p, 1kΩ)
OggVorbis, 16Kbps
1 Ch, BNC (2.0Vp-p, 1KΩ)

Video/Audio Output
Display

Recording Resolution
Simutaneous Playback

Main Video Output
Aux Video Output

Recording/Playback

Dual Stream
Bit Rate

Main Audio Output

Aux Audio Output

VGA Output

PAL: 704x576
NTSC: 704x480
QCIF/CIF/2CIF/DCIF/4CIF
1 Ch
1 Ch, BNC (1.0Vp-p, 75Ω)
1 Ch, BNC (1.0Vp-p, 75Ω)
4CIF: 6fps
DCIF: 8fps
2CIF: 12fps
CIF: 25(P)/30(N) fps
Yes
32Kbps ~ 8Mbps
1 Ch, BNC (Linear Electrical 
Level, 600Ω)
1 Ch, BNC (Linear Electrical 
Level, 600Ω)
1, Support 800x600 (60Hz), 
1024x768 (60Hz), 1280×1024 
(60Hz)

Hard Disk Drive
Interface
Capacity

SATA x 8
Each HDD Supports Up to 
2000GB

External Interface
Communication Interface

RS-485 Port
Keyboard Interface

USB Interface
Alarm Input

Alarm Output

1 RJ45 10M/100M Ethernet Port
1 RJ45 RS-232 Port
1 (T+, T-, R+, R-)
1 (D+, D-)
1
16 (Terminal Block)
4 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Chassis

Dimensions

Weight

100~240VAC, 6.3A, 50~60Hz
≤70W (w/o HDD and DVD-R/W)
-10°C ~ 55°C
10% ~ 90%
19”  Standard 
470mm(D)x441mm(W)
x90mm(H)
≤ 8Kg (w/o HDD and DVD-R/W)

Key Features
• Each channel supports 4CIF encoding
• Dual stream
• Support main and auxiliary video output 
• 8 SATA interface
• eSATA interface for high-speed backup (optional)
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DS-8004HSI-S
Standalone DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

H.264
4
BNC (1.0Vp-p, 75Ω)

Video/Audio Output
Display

Recording Resolution
Video Loop Output

Video Output
Recording/Playback

Bit Rate
VGA Output

PAL: 704x576
NTSC: 704x480
4CIF/DCIF/2CIF/CIF/QCIF
4
1 channel, BNC (1.0Vp-p, 75Ω)
4CIF: 8fps
DCIF: 8fps
2CIF: 15fps
CIF: 25(P)/30(N)fps
32Kbps ~ 8Mbps
1, Support 800x600 (60Hz), 
1024x768 (60Hz), 1280x1024 
(60Hz)

Hard Disk Drive
Interface
Capacity

SATA x 4
Each HDD Supports Up to 
2000GB

External Interface
Communication Interface

RS-485 Port
Keyboard Interface

USB Interface
Alarm Input

Alarm Output

1 RJ45 10M/100M Ethernet Port
1 RJ45 RS232 Port
1 Port (T+, T-, R+, R-)
2 RJ45
1 
4 (Terminal Block)
2 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Chassis

Dimensions

Weight

100~240VAC, 6.3A, 50~60Hz
≤70W (w/o HDD and DVD-R/W)
-10°C ~ 55°C
10% ~ 90%
19” Standard
470mm(D)x441mm(W)
x90mm(H)
≤8Kg (w/o HDD and DVD-R/W)

Key Features
• Each channel supports up to 4CIF encoding
• Video loop output interface 
• 4 SATA interface
• eSATA interface for high-speed backup (optional)
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DS-8008HSI-S
Standalone DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

H.264
8
BNC (1.0Vp-p, 75Ω)

Video/Audio Output
Display

Recording Resolution
Video Loop Output

Video Output
Recording/Playback

Bit Rate
VGA Output

PAL: 704x576
NTSC: 704x480
2CIF/CIF/QCIF
8
1 channel, BNC (1.0Vp-p, 75Ω)
2CIF: 8fps
CIF: 25(P)/30(N)fps
32Kbps ~ 8Mbps
1, Support 800x600 (60Hz), 
1024x768 (60Hz), 1280x1024 
(60Hz)

Hard Disk Drive
Interface
Capacity

SATA x 8
Each HDD Supports Up to 
2000GB

External Interface
Communication Interface

RS-485 Port
Keyboard Interface

USB Interface
Alarm Input

Alarm Output

1 RJ45 10M/100M Ethernet Port
1 RJ45 RS232 Port
1 Port (T+, T-, R+, R-)
1 Port (D+, D-)
1 
16 (Terminal Block)
4 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Chassis

Dimensions

Weight

100~240VAC, 6.3A, 50~60Hz
≤70W (w/o HDD and DVD-R/W)
-10°C ~ 55°C
10% ~ 90%
19” Standard
470mm(D)x441mm(W)
x90mm(H)
≤8Kg (w/o HDD and DVD-R/W)

Key Features
• Each channel supports up to 2CIF encoding
• Video loop output interface 
• 8 SATA interface
• eSATA interface for high-speed backup (optional)
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DS-8016HSI-S
Standalone DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

H.264
16
BNC (1.0Vp-p, 75Ω)

Video/Audio Output
Display

Recording Resolution
Video Loop Output

Video Output
Recording/Playback

Bit Rate
VGA Output

PAL: 704x576
NTSC: 704x480
2CIF/CIF/QCIF
16
1 channel, BNC (1.0Vp-p, 75Ω)
2CIF: 8fps
CIF: 25(P)/30(N)fps
32Kbps ~ 8Mbps
1, Support 800x600 (60Hz), 
1024x768 (60Hz), 1280x1024 
(60Hz)

Hard Disk Drive
Interface
Capacity

SATA x 8
Each HDD Supports Up to 
2000GB

External Interface
Communication Interface

RS-485 Port
Keyboard Interface

USB Interface
Alarm Input

Alarm Output

1 RJ45 10M/100M Ethernet Port
1 RJ45 RS232 Port
1 Port (T+, T-, R+, R-)
1 Port (D+, D-)
1 
16 (Terminal Block)
4 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Chassis

Dimensions

Weight

100~240VAC, 6.3A, 50~60Hz
≤70W (w/o HDD and DVD-R/W)
-10°C ~ 55°C
10% ~ 90%
19” Standard
470mm(D)x441mm(W)
x90mm(H)
≤8Kg (w/o HDD and DVD-R/W)

Key Features
• Each channel supports up to 2CIF encoding
• Video loop output interface 
• 8 SATA interface
• eSATA interface for high-speed backup (optional)
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DS-7004HI-S
Standalone DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Input
Audio Input Interface

Audio Compression
Intercom

H.264
4
BNC (1.0Vp-p, 75Ω)
4
RCA (2.0Vp-p, 1kΩ)
OggVorbis, 16Kbps
1 (1st Ch of Audio Input)

Video/Audio Output
Display

Recording Resolution
Main Video Output
Aux Video Output

Video Loop Output
Recording/Playback

Bit Rate
Main Audio Output

VGA Output

PAL: 704x576
NTSC: 704*480
4CIF/2CIF/CIF/QCIF
1 Ch, BNC (1.0Vp-p, 75Ω)
1 channel, BNC (1.0Vp-p, 75Ω)
4
4CIF: 8fps
DCIF: 8fps
2CIF: 15fps
CIF: 25(P)/30(N)fps
32Kbps ~ 8Mbps
1 channel, RCA (Linear 
Electrical Level, 600Ω)
1, Support 800x600 (60Hz),
1024x768 (60Hz), 1280x1024 
(60Hz)

Hard Disk Drive
Interface
Capacity

SATA x 4
Each HDD Supports Up to 
2000GB

External Interface
Communication Interface

RS-485 Port
USB Interface

Alarm Input
Alarm Output

1 RJ45 10M/100M Ethernet Port
1 RS232 Port
1 (T+, T-, R+, R-)
1
4 (Terminal Block)
2 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Chassis

Dimensions

Weight

100~240VAC, 6.3A, 50~60HZ
≤70W (w/o HDD or DVD-R/W)
-10°C ~ 55°C
10% ~ 90%
19” Standard
440mm(W)x390mm(D)
70mm(H)
≤8Kg (w/o HDD or DVD-R/W)

Key Features
• Each channel supports up to 4CIF encoding
• Video loop output interface
• VGA output 
• 4 SATA interface
• Support main and auxiliary video output 
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DS-7008HI-S
Standalone DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

H.264
8
BNC (1.0Vp-p, 75Ω)

Video/Audio Output
Display

Recording Resolution
Main Video Output
Aux Video Output

Video Loop Output
Recording/Playback

Bit Rate
VGA Output

PAL: 704x576
NTSC: 704*480
2CIF/CIF/QCIF
1 Ch, BNC (1.0Vp-p, 75Ω)
1 channel, BNC (1.0Vp-p, 75Ω)
8
2CIF: 8fps
CIF: 25(P)/30(N) fps
32Kbps ~ 8Mbps
1, Support 800x600 (60Hz),
1024x768 (60Hz), 1280x1024 
(60Hz)

Hard Disk Drive
Interface
Capacity

SATA x 4
Each HDD Supports Up to 
2000GB

External Interface
Communication Interface

RS-485 Port
USB Interface

Alarm Input
Alarm Output

1 RJ45 10M/100M Ethernet Port
1 RS232 Port
1 (T+, T-, R+, R-)
1
16 (Terminal Block)
4 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Chassis

Dimensions

Weight

100~240VAC, 6.3A, 50~60HZ
≤70W (w/o HDD or DVD-R/W)
-10°C ~ 55°C
10% ~ 90%
19” Standard
440mm(W)x390mm(D)
70mm(H)
≤8Kg (w/o HDD or DVD-R/W)

Key Features
• Each channel supports up to 2CIF encoding
• Video loop output interface
• VGA output 
• 4 SATA interface
• Support main and auxiliary video output 
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DS-7016HI-S
Standalone DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Input
Audio Input Interface

Audio Compression
Intercom

H.264
16
BNC (1.0Vp-p, 75Ω)
4
RCA (2.0Vp-p, 1kΩ)
OggVorbis, 16Kbps
1 (1st Ch of Audio Input)

Video/Audio Output
Display

Recording Resolution
Main Video Output
Aux Video Output

Video Loop Output
Recording/Playback

Bit Rate
Main Audio Output

VGA Output

PAL: 704x576
NTSC: 704*480
2CIF/CIF/QCIF
1 Ch, BNC (1.0Vp-p, 75Ω)
1 Ch, BNC (1.0Vp-p, 75Ω)
16
2CIF: 8fps
CIF: 25(P)/30(N)fps
32Kbps ~ 8Mbps
1 Ch, RCA (Linear Electrical 
Level, 600Ω)
1, Support 800x600 (60Hz),
1024x768 (60Hz), 1280x1024 
(60Hz)

Hard Disk Drive
Interface
Capacity

SATA x 4
Each HDD Supports Up to 
2000GB

External Interface
Communication Interface

RS-485 Port
USB Interface

Alarm Input
Alarm Output

1 RJ45 10M/100M Ethernet Port
1 RS232 Port
1 (T+, T-, R+, R-)
1
16 (Terminal Block)
4 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Chassis

Dimensions

Weight

100~240VAC, 6.3A, 50~60HZ
≤70W (w/o HDD or DVD-R/W)
-10°C ~ 55°C
10% ~ 90%
19” Standard
440mm(W)x390mm(D)
70mm(H)
≤8Kg (w/o HDD or DVD-R/W)

Key Features
• Each channel supports up to 2CIF encoding
• Video loop output interface
• VGA output 
• 4 SATA interface
• Support main and auxiliary video output 
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DS-7108HI-S
Standalone DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Compression
Audio Input

Audio Input Interface
Intercom

H.264
8 Ch
BNC (1.0Vp-p ,75Ω)
OggVorbis, 16Kbps
4 Ch
RCA (2Vp-p ,1KΩ)
1 Ch (1st Ch of Audio Input)

Video/Audio Output
Display

Recording Resolution
Main Video Output
Aux Video Output

Video Loop Output
Recording/Playback

Audio Output

Dual Streams
Bit Rate

VGA Output

PAL: 704x576
NTSC: 704*480
CIF/QCIF
1 Ch, BNC (1.0Vp-p ,75Ω)
1 Ch, BNC (1.0Vp-p ,75Ω)
8 Ch
CIF: 25(P)/30(N)
1 Ch,RCA (Linear Electrical 
Level, 600Ω)
Yes
32Kbps ~ 8Mbps
1 (Support 800x600 (60Hz), 
1024x768 (60Hz), 1280x1024 
(60Hz)

Hard Disk Drive
Interface
Capacity

SATA x 2
Each HDD Supports Up to 
2000GB

External Interface
Communication Interface

RS-485 Port
USB Interface

Alarm Input
Alarm Output

1 RJ45 10M/100M Ethernet Port
1 RS-232 port
1 (T+, T-, R+, R-)
1 
16 (Terminal Block)
4 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Dimensions

Weight

12VDC
≤40W (w/o HDD)
-10°C ~ 55°C
10% ~ 90%
445mm(W)x290mm(D)
44mm(H)
≤3.28Kg (w/o HDD)

Key Features
• Each channel supports up to CIF real-time encoding
• Video loop output interface
• VGA output 
• 2 SATA interface
• Support main and auxiliary video output 
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DS-7204HVI-S
Standalone DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Compression
Audio Input

Audio Input Interface
Intercom

H.264
4 Ch
BNC (1.0Vp-p, 75Ω)
OggVorbis, 16Kbps
1 Ch
RCA (2.0~2.4Vp-p, 1KΩ)
1 Ch (Audio Input)

Video/Audio Output
Display

Recording Resolution
Main Video Output
Aux Video Output

Recording/Playback

Audio Output

Dual Streams
Bit Rate

VGA Output

PAL: 704x576
NTSC: 704*480
QCIF/CIF/2CIF/DCIF/4CIF
1 Ch, BNC (1.0Vp-p, 75Ω)  
1 Ch, BNC (1.0Vp-p, 75Ω)
4CIF: 6fps
DCIF: 12fps
2CIF: 15fps
CIF: 25(P)/30(N)fps
1 Ch, RCA (2.0~2.4Vp-p, 
600Ω)
Yes
32Kbps ~ 8Mbps
1 (Support 1024x768/60Hz)

Hard Disk Drive
Interface
Capacity

SATA x 1
Each HDD Supports Up to 
2000GB

External Interface
Communication Interface

RS-485 Port
USB Interface

Alarm Input
Alarm Output

1 RJ45 10M/100M Ethernet Port
1 (T+, T-, R+, R-)
1 
4 (Terminal Block)
1 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Dimensions

Weight

12VDC
≤40W (w/o HDD or DVD-R/W)
-10°C ~ 55°C
10% ~ 90%
315mm(W)x230mm(D)
45mm(H)
≤2.8Kg (w/o HDD or DVD-R/W)

Key Features
• Each channel supports up to 4CIF encoding
• Dual streams
• VGA output 
• 1 SATA interface
• Support main and auxiliary video output 
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DS-8002AHI-S
ATM/POS DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Compression
Audio Input

Audio Input Interface
Intercom

H.264
3
BNC (1.0Vp-p, 75Ω)
OggVorbis, 16Kbps
3
BNC (2.0Vp-p, 1kΩ)
1, BNC (2.0Vp-p, 1kΩ)

Video/Audio Output
Display

Recording Resolution
Simutaneous Playback

Video Output

Recording/Playback
Dual Stream

Bit Rate
Audio Output

VGA Output

PAL: 704x576
NTSC: 704x480
CIF/QCIF
2 Ch
1 Ch BNC (1.0Vp-p, 75Ω)
1 Ch RCA (1.0Vp-p, 75Ω)
CIF: 25(P)/30(N) fps
Yes
32Kbps ~ 8Mbps
1 Ch BNC (Linear, 600Ω)
1 Ch RCA (Linear, 600Ω)
1, Support 800x600 (60Hz), 
800x600 (75Hz),1024x768 
(60Hz)

Hard Disk Drive
Interface
Capacity

SATA x 4
Each HDD Supports Up to 
2000GB

External Interface
Communication Interface

RS-485 Port
USB Interface

Alarm Input
Alarm Output

1 RJ45 10M/100M UTP Network 
port
1 RJ45 RS-232 port
1 (T+, T-, R+, R-)
1
4 (Terminal Block)
2 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Dimensions

Weight

100~240VAC, 6.3A, 50~60Hz
≤70W (w/o HDD or DVD-R/W)
-10°C ~ 55°C
10% ~ 90%
180mm(H)x180mm(W)
x280mm(D)
≤5Kg (w/o HDD or DVD-R/W)

Key Features
• Each channel supports up to CIF real-time encoding
• Dual streams
• VGA output 
• 4 SATA interface
• Overlay card number, transaction type, amount and other information on video

8002AHI-S
M/POS DVR
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DS-8002AHLI-S
ATM/POS DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Compression
Audio Input

Audio Input Interface
Intercom

H.264
3
BNC (1.0Vp-p, 75Ω)
OggVorbis, 16Kbps
3
BNC (2.0Vp-p, 1kΩ)
1, BNC (2.0Vp-p, 1kΩ)

Video/Audio Output
Display

Recording Resolution
LCD

Simutaneous Playback
Video Output

Recording/Playback
Dual Stream

Bit Rate
Audio Output

VGA Output

PAL: 704x576
NTSC: 704x480
CIF/QCIF
5"
2 Ch
1 Ch BNC (1.0Vp-p, 75Ω)
1 Ch RCA (1.0Vp-p, 75Ω)
CIF: 25(P)/30(N) fps
Yes
32Kbps ~ 8Mbps
1 Ch BNC (Linear, 600Ω)
1 Ch RCA (Linear, 600Ω)
1, Support 800x600 (60Hz), 
800x600 (75Hz),1024x768 
(60Hz)

Hard Disk Drive
Interface
Capacity

SATA x 4
Each HDD Supports Up to 
2000GB

External Interface
Communication Interface

RS-485 Port
USB Interface

Alarm Input
Alarm Output

1 RJ45 10M/100M UTP Network 
port
1 RJ45 RS-232 port
1 RJ45
1
4 (Terminal Block)
2 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Dimensions

Weight

100~240VAC, 6.3A, 50~60Hz
≤70W (w/o HDD or DVD-R/W)
-10°C ~ 55°C
10% ~ 90%
180mm(H)x180mm(W)
x280mm(D)
≤5Kg (w/o HDD or DVD-R/W)

Key Features
• Each channel supports up to CIF real-time encoding
• Dual streams
• VGA output 
• 4 SATA interface
• Overlay card number, transaction type, amount and other information on video
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DS-8004AHI-S
ATM/POS DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Compression
Audio Input

Audio Input Interface
Intercom

H.264
4
BNC (1.0Vp-p, 75Ω)
OggVorbis, 16Kbps
4
BNC (2.0Vp-p, 1kΩ)
1, BNC (2.0Vp-p, 1kΩ)

Video/Audio Output
Display

Recording Resolution
Simutaneous Playback

Video Output

Recording/Playback
Dual Stream

Bit Rate
Audio Output

VGA Output

PAL: 704x576
NTSC: 704x480
CIF/QCIF
2 Ch
1 Ch BNC (1.0Vp-p, 75Ω)
1 Ch RCA (1.0Vp-p, 75Ω)
CIF: 25(P)/30(N) fps
Yes
32Kbps ~ 8Mbps
1 Ch BNC (Linear, 600Ω)
1 Ch RCA (Linear, 600Ω)
1, Support 800x600 (60Hz), 
800x600 (75Hz),1024x768 
(60Hz)

Hard Disk Drive
Interface
Capacity

SATA x 4
Each HDD Supports Up to 
2000GB

External Interface
Communication Interface

RS-485 Port
USB Interface

Alarm Input
Alarm Output

1 RJ45 10M/100M UTP Network 
port
1 RJ45 RS-232 port
1 RJ45
1
5 (Terminal Block)
2 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Dimensions

Weight

100~240VAC, 6.3A, 50~60Hz
≤70W (w/o HDD or DVD-R/W)
-10°C ~ 55°C
10% ~ 90%
180mm(H)x180mm(W)
x280mm(D)
≤5Kg (w/o HDD or DVD-R/W)

Key Features
• Each channel supports up to CIF real-time encoding
• Dual streams
• VGA output 
• 4 SATA interface
• Overlay card number, transaction type, amount and other information on video

8004AHI-S
M/POS DVR
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DS-8004AHLI-S
ATM/POS DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Compression
Audio Input

Audio Input Interface
Intercom

H.264
4
BNC (1.0Vp-p, 75Ω)
OggVorbis, 16Kbps
4
BNC (2.0Vp-p, 1kΩ)
1, BNC (2.0Vp-p, 1kΩ)

Video/Audio Output
Display

Recording Resolution
LCD

Simutaneous Playback
Video Output

Recording/Playback
Dual Stream

Bit Rate
Audio Output

VGA Output

PAL: 704x576
NTSC: 704x480
CIF/QCIF
5"
2 Ch
1 Ch BNC (1.0Vp-p, 75Ω)
1 Ch RCA (1.0Vp-p, 75Ω)
CIF: 25(P)/30(N) fps
Yes
32Kbps ~ 8Mbps
1 Ch BNC (Linear, 600Ω)
1 Ch RCA (Linear, 600Ω)
1, Support 800x600 (60Hz), 
800x600 (75Hz),1024x768 
(60Hz)

Hard Disk Drive
Interface
Capacity

SATA x 4
Each HDD Supports Up to 
2000GB

External Interface
Communication Interface

RS-485 Port
USB Interface

Alarm Input
Alarm Output

1 RJ45 10M/100M UTP Network 
port
1 RJ45 RS-232 port
1 RJ45
1
5 (Terminal Block)
2 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Dimensions

Weight

100~240VAC, 6.3A, 50~60Hz
≤70W (w/o HDD or DVD-R/W)
-10°C ~ 55°C
10% ~ 90%
180mm(H)x180mm(W)
x280mm(D)
≤5Kg (w/o HDD or DVD-R/W)

Key Features
• Each channel supports up to CIF real-time encoding
• Dual streams
• VGA output 
• 4 SATA interface
• Overlay card number, transaction type, amount and other information on video
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DS-8004AHFLI-S
ATM/POS DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Compression
Audio Input

Audio Input Interface
Intercom

H.264
4
BNC (1.0Vp-p, 75Ω)
OggVorbis, 16Kbps
4
BNC (2.0Vp-p, 1kΩ)
1, BNC (2.0Vp-p, 1kΩ)

Video/Audio Output
Display

Recording Resolution
LCD

Simutaneous Playback
Video Output

Recording/Playback
Dual Stream

Bit Rate
Audio Output

VGA Output

PAL: 704x576
NTSC: 704x480
4CIF/DCIF/2CIF/CIF/QCIF
5"
2 Ch
1 Ch BNC (1.0Vp-p, 75Ω)
1 Ch RCA (1.0Vp-p, 75Ω)
4CIF: 25(P)/30(N)fps
Yes
32Kbps ~ 8Mbps
1 Ch BNC (Linear, 600Ω)
1 Ch RCA (Linear, 600Ω)
1, Support 800x600 (60Hz), 
800x600 (75Hz),1024x768 
(60Hz)

Hard Disk Drive
Interface
Capacity

SATA x 4
Each HDD Supports Up to 
2000GB

External Interface
Communication Interface

RS-485 Port
USB Interface

Alarm Input
Alarm Output

1 RJ45 10M/100M UTP Network 
Port
1 RJ45 RS-232 port
1 RJ45
1
5 (Terminal Block)
2 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Dimensions

Weight

100~240VAC, 6.3A, 50~60Hz
≤70W (w/o HDD or DVD-R/W)
-10°C ~ 55°C
10% ~ 90%
180mm(H)x180mm(W)
x280mm(D)
≤5Kg (w/o HDD or DVD-R/W)

Key Features
• Each channel supports up to 4CIF real-time encoding
• Dual streams
• VGA output 
• 4 SATA interface
• Overlay card number, transaction type, amount and other information on video
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DS-8001HMI
Mobile DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Compression
Audio Input

Audio Input Interface
Intercom

H.264
1 Ch
BNC (1.0Vp-p, 75Ω)
OggVorbis, 16kbps
1 Ch
BNC (2.0Vp-p, 1KΩ)
1 BNC (Liner In, 1KΩ)

Video/Audio Output
Display

Recording Resolution
Video Output

Recording/Playback
Dual Stream

Bit Rate
Audio Output
VGA Output

PAL: 704x576
NTSC: 704x480
4CIF/DCIF/2CIF/CIF/QCIF
1 Ch, BNC (1.0Vp-p, 75Ω)
4CIF: 25(P)/30(N) fps
Yes
32kbps ~ 8Mbps
1 Ch, BNC (Liner Output, 600Ω)
1, Support 800×600 (60Hz), 
800×600 (75Hz), 1024×768 
(60Hz)

Hard Disk Drive
Interface
Capacity

Back-up Interface

SATA x 1
Each HDD Supports Up to 
2000GB
E-SATA x 1 for High Speed 
Back-up

External Interface
Network Interface

RS-485 Port
RS-232 Pprt

USB Interface
Alarm Input

Alarm Output

1 RJ45 10M/100M UTP Network 
Port
1 (T+, T-, R+, R-)
1
1
4 (Terminal Block)
2 (Terminal Block)

General
Vehicle Power Input

Power Output
Power Consumption

Operating Temperature
Humidity

Size

Weight
Controller

LCD

12VDC (8V ~ 28V); 24VDC (10V 
~ 32V)
1 12VDC, 5V/2A Output
26W (w/o HDD or DVD-R/W)
-20°C ~ 65°C
10%~95%
290mm(D)x225mm(W)
x90mm(H)
5Kg (w/o HDD or DVD-R/W)
IR Controller/Wired Controller 
External 5.5” or 7” Color TFT 
LCD Monitor

Key Features
• Each channel supports up to 4CIF real-time encoding
• Dual streams
• Anti-shock technology  
• 1 SATA interface
• eSata interface for high-speed back-up
• Optional CDMA or GPRS modules available
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DS-8002HMI
Mobile DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Compression
Audio Input

Audio Input Interface
Intercom

H.264
2 Ch
BNC (1.0Vp-p, 75Ω)
OggVorbis, 16kbps
2 Ch
BNC (2.0Vp-p, 1KΩ)
1 BNC (Liner In, 1KΩ)

Video/Audio Output
Display

Recording Resolution
Video Output

Recording/Playback
Dual Stream

Bit Rate
Audio Output
VGA Output

PAL: 704x576
NTSC: 704x480
DCIF/2CIF/CIF/QCIF
1 Ch, BNC (1.0Vp-p, 75Ω)
DCIF: 25(P)/30(N) fps
Yes
32kbps ~ 8Mbps
1 Ch, BNC (Liner Output, 600Ω)
1, Support 800×600 (60Hz), 
800×600 (75Hz), 1024×768 
(60Hz)

Hard Disk Drive
Interface
Capacity

Back-up Interface

SATA x 1
Each HDD Supports Up to 
2000GB
E-SATA x 1 for High Speed 
Back-up

External Interface
Network Interface

RS-485 Port
RS-232 Port

USB Interface
Alarm Input

Alarm Output

1 RJ45 10M/100M UTP Network 
Port
1 (T+, T-, R+, R-)
1
1
4 (Terminal Block)
2 (Terminal Block)

General
Vehicle Power Input

Power Output
Power Consumption

Operating Temperature
Humidity

Size

Weight
Controller

LCD

12VDC (8V ~ 28V); 24VDC (10V 
~ 32V)
1 12VDC, 5V/2A Output
26W (w/o HDD or DVD-R/W)
-20°C ~ 65°C
10%~95%
290mm(D)x225mm(W)
x90mm(H)
5Kg (w/o HDD or DVD-R/W)
IR Controller/Wired Controller 
External 5.5” or 7” Color TFT 
LCD Monitor

Key Features
• Each channel supports up to DCIF real-time encoding
• Dual streams
• Anti-shock technology  
• 1 SATA interface
• eSata interface for high-speed back-up
• Optional CDMA or GPRS modules available
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DS-8004HMI
Mobile DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Compression
Audio Input

Audio Input Interface
Intercom

H.264
4 Ch
BNC (1.0Vp-p, 75Ω)
OggVorbis, 16kbps
4 Ch
BNC (2.0Vp-p, 1KΩ)
1 BNC (Liner In, 1KΩ)

Video/Audio Output
Display

Recording Resolution
Video Output

Recording/Playback
Dual Stream

Bit Rate
Audio Output
VGA Output

PAL: 704x576
NTSC: 704x480
CIF/QCIF
1 Ch, BNC (1.0Vp-p, 75Ω)
CIF: 25(P)/30(N) fps
Yes
32kbps ~ 8Mbps
1 Ch, BNC (Liner Output, 600Ω)
1, Support 800×600 (60Hz), 
800×600 (75Hz), 1024×768 
(60Hz)

Hard Disk Drive
Interface
Capacity

Back-up Interface

SATA x 1
Each HDD Supports Up to 
2000GB
E-SATA x 1 for High Speed 
Back-up

External Interface
Network Interface

RS-485 Port
RS-232 Port

USB Interface
Alarm Input

Alarm Output

1 RJ45 10M/100M UTP Network 
Port
1 (T+, T-, R+, R-)
1
1
4 (Terminal Block)
2 (Terminal Block)

General
Vehicle Power Input

Power Output
Power Consumption

Operating Temperature
Humidity

Size

Weight
Controller

LCD

12VDC (8V ~ 28V); 24VDC (10V 
~ 32V)
1 12VDC, 5V/2A Output
26W (w/o HDD or DVD-R/W)
-20°C ~ 65°C
10%~95%
290mm(D)x225mm(W)
x90mm(H)
5Kg (w/o HDD or DVD-R/W)
IR Controller/Wired Controller 
External 5.5” or 7” Color TFT 
LCD Monitor

Key Features
• Each channel supports up to CIF real-time encoding
• Dual streams
• Anti-shock technology  
• 1 SATA interface
• eSata interface for high-speed back-up
• Optional CDMA or GPRS modules available
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DS-8002HMFI
Mobile DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Compression
Audio Input

Audio Input Interface
Intercom

H.264
2 Ch
BNC (1.0Vp-p, 75Ω)
OggVorbis, 16kbps
2 Ch
BNC (2.0Vp-p, 1KΩ)
1 BNC (Liner In, 1KΩ)

Video/Audio Output
Display

Recording Resolution
Video Output

Recording/Playback
Dual Stream

Bit Rate
Audio Output
VGA Output

PAL: 704x576
NTSC: 704x480
4CIF/DCIF/2CIF/CIF/QCIF
1 Ch, BNC (1.0Vp-p, 75Ω)
4CIF: 25(P)/30(N) fps
Yes
32kbps ~ 8Mbps
1 Ch, BNC (Liner Output, 600Ω)
1, Support 800×600 (60Hz), 
800×600 (75Hz), 1024×768 
(60Hz)

Hard Disk Drive
Interface
Capacity

Back-up Interface

SATA x 1
Up to 2000GB
E-SATA x 1 for High Speed 
Back-up

External Interface
Network Interface

RS-232 Port
RS-485 Port

USB Interface
Alarm Input

Alarm Output

1 RJ45 10M/100M UTP Network 
Port
1 RJ45
1 (T+, T-, R+, R-)
1
4 (Terminal Block)
2 (Terminal Block)

General
Vehicle Power Input

Power Output
Power Consumption

Operating Temperature
Humidity

Size

Weight
Controller

LCD

6 ~ 36 VDC
1 12VDC, 5V/2A Output
26W (w/o HDD or DVD-R/W)
-20°C ~ 65°C
10%~95%
290mm(D)x225mm(W)
x90mm(H)
≤5Kg (w/o HDD or DVD-R/W)
IR Controller/Wired Controller 
External 5.5” or 7” Color TFT 
LCD Monitor

Key Features
• Each channel supports up to 4CIF real-time encoding
• Dual streams
• Anti-shock technology  
• 1 SATA interface
• eSata interface for high-speed back-up
• Optional CDMA or GPRS modules available
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DS-8004HMFI
Mobile DVR

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Compression
Audio Input

Audio Input Interface
Intercom

H.264
4 Ch
BNC (1.0Vp-p, 75Ω)
OggVorbis, 16kbps
4 Ch
BNC (2.0Vp-p, 1KΩ)
1 BNC (Liner In, 1KΩ)

Video/Audio Output
Display

Recording Resolution
Video Output

Recording/Playback
Dual Stream

Bit Rate
Audio Output
VGA Output

PAL: 704x576
NTSC: 704x480
4CIF/DCIF/2CIF/CIF/QCIF
1 Ch, BNC (1.0Vp-p, 75Ω)
4CIF: 25(P)/30(N) fps
Yes
32kbps ~ 8Mbps
1 Ch, BNC (Liner Output, 600Ω)
1, Support 800×600 (60Hz), 
800×600 (75Hz), 1024×768 
(60Hz)

Hard Disk Drive
Interface
Capacity

Back-up Interface

SATA x 1
Up to 2000GB
E-SATA x 1 for High Speed 
Back-up

External Interface
Network Interface

RS-232 Port
RS-485 Port

USB Interface
Alarm Input

Alarm Output

1 RJ45 10M/100M UTP Network 
Port
1 RJ45
1 (T+, T-, R+, R-)
1
4 (Terminal Block)
2 (Terminal Block)

General
Vehicle Power Input

Power Output
Power Consumption

Operating Temperature
Humidity

Size

Weight
Controller

LCD

6 ~ 36 VDC
1 12VDC, 5V/2A Output
26W (w/o HDD or DVD-R/W)
-20°C ~ 65°C
10%~95%
290mm(D)x225mm(W)
x90mm(H)
≤5Kg (w/o HDD or DVD-R/W)
IR Controller/Wired Controller 
External 5.5” or 7” Color TFT 
LCD Monitor

Key Features
• Each channel supports up to 4CIF real-time encoding
• Dual streams
• Anti-shock technology  
• 1 SATA interface
• eSata interface for high-speed back-up
• Optional CDMA or GPRS modules available
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DS-1002HMI-S
Mobile DVR Backup Device

Specifi cations

Interface
SATA Interface

External Interface

Video Input

1
1 e-SATA Interface
2 1394 Interfaces
1 USB2.0 Interface
1 Ch, BNC (1.0Vp-p, 75Ohm)

General
Power Supply

Power Supply Adapter

Power consumption
Operating Temperature

Humidity
Size

Weight
LCD

12VDC
100V ~ 240V Input and 12VDC 
Output
10W (w/o HDD)
-20°C ~ 65°C
10%~90%
195mm(W)x170mm(H)
x80mm(D)
2Kg (w/o HDD)
5.5” Color TFT LCD Monitor

Key Features

DS-1002HMI-S backup device is designed to back-up the recorded video data 

from DS-8000HMI/HMFI mobile DVR. High-speed back-up, settings and other 

auxiliary operations are also available. It is an optional device for Hikvision DS-

8000HMI/HMFI series mobile DVR.

The backup device DS-1002HMI-S can be connected to mobile DVR with e-SATA 

interface and backup recorded video data in any specifi ed time frame. Mobile DVR 

video output also can be connected to DS-1002HMI-S video input in order to use 

DS-1002HMI-S LCD to display mobile DVR menu.

After the back-up, DS-1002HMI-S can be connected to PC via USB, SATA or 

1394 interface to playback the video data. 
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DS-6104HCI
Digital Video Server

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Compression
Audio Input

Audio Input Interface
Intercom

H.264
4
BNC (1.0Vp-p, 75Ω), Support 
PAL and NTSC
OggVorbis, 16Kbps
4
BNC (2Vp-p, 1kΩ) 
1 Ch (2Vp-p, 1kΩ)

Video/Audio Output
Encode/Decode Resolution

Frame Rate
Dual Stream

Bit Rate
Audio Output

CIF/QCIF
CIF: 25(P)/30(N) fps
Yes
32Kbps ~ 8Mbps
1 Ch (Linear Electrical Level, 
600Ω)

External Interface
Communication Interface

Alarm Input
Alarm Output

1 RJ45 10M/100M Ethernet Port
1 RS232 Interface (RJ45)
1 RS485 Interface (RJ45)
4 (Terminal Block)
2 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Size

Weight

12V DC
≤7W
-10°C ~ 55°C
10%~90%
39mm(D)x198mm(W)
x123mm(H)
≤1Kg 

Key Features
• High performance DSP hardware compression
• H.264 video compression
• Dual streams
• Support variable bit rate and frame rate
• Multi-zone motion detection and private masking
• Multi-lever user access management

System Confi guration
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DS-6101HFI-SATA
Digital Video Server

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Compression
Audio Input

Audio Input Interface
Intercom

H.264
1
BNC (1.0Vp-p, 75Ω ), Support 
PAL and NTSC
OggVorbis, 16Kbps
1
BNC (2Vp-p, 1kΩ)
1 Ch, RCA (2Vp-p, 1kΩ)

Video/Audio Output
Encode/Decode Resolution

Frame Rate
Dual Stream

Bit Rate
Audio Output

4CIF/DCIF/2CIF/CIF/QCIF
4CIF: 25(P)/30(N) fps
Yes
32Kbps ~ 8Mbps
1 Ch, RCA(Linear Electrical 
Level, 600Ω)

External Interface
Communication Interface

SATA Interface

Alarm Input
Alarm Output

1 RJ45 10M/100M Ethernet Port
1 RS232 Interface (RJ45)
1 RS485 interface (RJ45)
1 (w/ 1 Built-in SATA HDD Up 
to 2000GB)
4 (Terminal Block)
2 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Size

Weight

100 ~ 240VAC, 6.3A, 50~60Hz
20 ~ 30W (w/o HDD)
-10°C ~ 55°C
10%~90%
78mm(D)x350mm(W)
x225mm(H)
≤3.5Kg 

Key Features
• High performance DSP hardware compression
• H.264 video compression
• Dual streams
• Support variable bit rate and frame rate
• Multi-zone motion detection and private masking
• Multi-lever user access management

System Confi guration
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DS-6104HCI-SATA
Digital Video Server

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Compression
Audio Input

Audio Input Interface
Intercom

H.264
4
BNC (1.0Vp-p, 75Ω ), Support 
PAL and NTSC
OggVorbis, 16Kbps
4
BNC (2Vp-p, 1kΩ)
1 Ch, RCA (2Vp-p, 1kΩ)

Video/Audio Output
Encode/Decode Resolution

Frame Rate

Dual Stream
Bit Rate

Audio Output

4CIF/DCIF/2CIF/CIF/QCIF
4CIF: 2 fps
DCIF/2CIF: 4fps
CIF: 25(P)/30(N) fps
Yes
32Kbps ~ 8Mbps
1 Ch, RCA(Linear Electrical 
Level, 600Ω)

External Interface
Communication Interface

SATA Interface

Alarm Input
Alarm Output

1 RJ45 10M/100M Ethernet Port
1 RS232 Interface (RJ45)
1 RS485 interface (RJ45)
1 (w/ 1 Built-in SATA HDD Up 
to 2000GB)
4 (Terminal Block)
2 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Size

Weight

100 ~ 240VAC, 6.3A, 50~60Hz
20 ~ 30W (w/o HDD)
-10°C ~ 55°C
10%~90%
78mm(D)x350mm(W)
x225mm(H)
≤3.5Kg 

Key Features
• High performance DSP hardware compression
• H.264 video compression
• Dual streams
• Support variable bit rate and frame rate
• Multi-zone motion detection and private masking
• Multi-lever user access management

System Confi guration
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IP Module

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Compression
Audio Input

Audio Input Interface
Intercom

H.264
1 
BNC, 1.0Vp-p, 75Ω
OggVorbis, 16Kbps
1
BNC 2.0Vp-p, 1kΩ
1, RCA 2.0Vp-p, 1kΩ

Video/Audio Output
Encode/Decode Resolution

Frame Rate
Dual Stream

Bit Rate
Audio Output

4CIF/DCIF/2CIF/CIF/QCIF
4CIF: 25(P)/30(N) fps
Yes
32Kbps ~ 8Mbps
1, RCA Linear Electrical Level, 
600Ω

External Interface
Network Interface

RS-232 Port
PTZ Port

Alarm Input
Relay Output

1 RJ45 10M/100M
1 RJ45 RS-232 Port
Screw Terminal (T+, T-)
1 (Terminal Block)
1 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Size

Weight

12VDC
≤3W
-10°C ~ 55°C
10%~90%
38mmx80mm (w/ Chassis: 
53mmx94mm)
≤0.5Kg 

Key Features

Hikvision IP module applies Embedded Linux OS and the latest 

TI DaVinci platform. The product can be embedded into analog 

camera and analog speed dome to build up network camera and 

network speed dome. With chassis, IP module can also be used 

as one channel network digital video server. 
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DS-6101HFI-IP
Digital Video Server

Key Features
• High performance DSP hardware compression
• H.264 video compression
• Dual streams
• Support variable bit rate and frame rate
• Embedded Linux OS

Specifi cations

Video/Audio Input
Video Compression

Video Input
Video Input Interface

Audio Compression
Audio Input

Audio Input Interface
Intercom

H.264
1
BNC, 1.0Vp-p, 75Ω
OggVorbis 16Kbps
1
BNC 2.0Vp-p, 1kΩ
1, RCA 2.0Vp-p, 1kΩ

Video/Audio Output
Encode/Decode Resolution

Frame Rate
Dual Stream

Bit Rate
Audio Output

4CIF/DCIF/2CIF/CIF/QCIF
4CIF: 25(P)/30(N) fps
32Kbps ~ 8Mbps
Yes
1 (RCA Linear Electrical Level, 
600Ω)

External Interface
Network Interface

RS-232 Port
PTZ Port

Alarm Input
Relay Output

1 RJ45 10M/100M
1 RJ45 RS-232 Port
Screw terminal (T+, T-)
1 (Terminal Block)
1 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Size

Weight

12VDC
≤3W
-10°C ~ 55°C
10%~90%
70mmx120mmx45mm)
≤0.5Kg 
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DS-6001DI
Decoder Server

Specifi cations

Video/Audio Input
Video Compression

Intercom
H.264
1 RCA linear input, 600Ω

Video/Audio Output
Decode Resolution

Video Output
Frame Rate

Bit Rate
Audio Output

4CIF/DCIF/2CIF/CIF/QCIF
1 BNC (1.0Vp-p, 75Ω)
4CIF: 25(P)/30(N) fps
32kbps ~ 8Mbps
1 RCA output

External Interface
Communication Interface

Alarm Input
Alarm Output

1 RJ45 10M/100M UTP Network 
Port, 1 RJ45 RS-232 Port, 1 
RJ45 RS-485 Port, 1 RJ45 for 
Alarm Input and Output
2 (Terminal Block)
2 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Size

Weight

12VDC
≤7W 
-10°C ~ 55°C
10%~90%
235mm(D)x136mm(W)
x43mm(H)
≤2Kg 

Key Features
• High performance DSP hardware compression
• H.264 real-time video compression
• Up to 4CIF decoding output
• Support variable bit rate and frame rate

System Confi guration
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DS-6001FI
Encoder & Decoder Server

Specifi cations

Video/Audio Input
Video Compression

Video Input
Intercom

H.264
1 BNC (1.0Vp-p, 75Ω)
1 RCA Linear Input, 600Ω

Video/Audio Output
Compression Resolution

Video Output
Frame Rate

Bit Rate
Audio Output

4CIF/DCIF/2CIF/CIF/QCIF
1 BNC (1.0Vp-p, 75Ω)
4CIF: 25(P)/30(N) fps
32kbps ~ 8Mbps
1 RCA output

External Interface
Communication Interface

Alarm Input
Alarm Output

1 RJ45 10M/100M UTP Network 
Port, 1 RJ45 RS-232 Port, 1 
RJ45 RS-485 Port, 1 RJ45 for 
Alarm Input and Output
2 (Terminal Block)
2 (Terminal Block)

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Size

Weight

12VDC
≤7W 
-10°C ~ 55°C
10%~90%
199mm(D)x122mm(W)
x42mm(H)
≤2Kg 

Key Features
• High performance DSP hardware compression
• H.264 real-time video compression
• Up to 4CIF decoding resolution
• Up to 4CIF encoding resolution

System Confi guration
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DS-1000KI
Network Keyboard

Specifi cations

Others
Control Mode

Bus Work Mode

RS-485 Bus Mode (Port A)
Network Mode (UTP Port)
1 Switch for Full-duplex or Half-
duplex Selection
SW = 00000000 is Full-duplex 
Mode
SW = 11000000 is Half-duplex 
Mode (Default)

External Interface
Communication Interface

Relay Output

1 RJ45 10M/100M UTP Network 
Port, 1 RJ45 RS-232 Port, 2 RS-
485 Port 
4 output

General
Power Supply

Power Consumption
Operating Temperature

Humidity
Size

Weight

5VDC /6A
6W
-10°C ~ 55°C
10%~90%
360mm(D)x190mm(W)
x55mm(H)
2.4Kg 

Key Features
• Manage up to 99 DVR units via network
• Support DVR cascading via RS485 bus control mode
• Multi-level keyboard user management
• PTZ control by joystick
• Receive and display DVR alarm information 
• 4 alarm outputs
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DS-1002KI
RS-485 Keyboard

Specifi cations

Others
Control Mode RS-485 Half-duplex Mode

Baud Rate: 1200 ~ 19200bps

External Interface
Communication Interface RS-485 

General
LCD Screen

Joystick
Max. Cable Length

Power Supply
Operating Temperature

Humidity
Size

Weight

122mmx32mm
2D
1200m
12VDC
-10°C ~ 55°C
10%~90%
300mm(D)x180mm(W)
x86mm(H)
3.2Kg 

Key Features
• Incorporate all DVR front panel functions
• Control DVR and PTZ separately
• Support DVR and keyboard cascading
• 2D joystick

d
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DS-1003KI
RS-485 Keyboard

Specifi cations

Others
Control Mode RS-485 Half-duplex Mode

Baud Rate: 1200 ~ 19200bps

External Interface
Communication Interface RS-485 

General
LCD Screen

Joystick
Max. Cable Length

Power Supply
Operating Temperature

Humidity
Size

Weight

128mmx64mm
3D
1200m
12VDC
-10°C ~ 55°C
10%~90%
360mm(D)x200mm(W)
x108mm(H)
3.3Kg 

Key Features
• Incorporate all DVR front panel functions
• Control DVR and PTZ separately
• Support DVR and keyboard cascading
• 3D joystick
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< 3.5W
-10°C ~ 50°C
10% ~ 90%
155mmx95mm

Power Consumption
Operating Temperature

Humidity
Size

General

Windows 2000/XP/2003/Vista, 
Redhat 9.0, Fedora 3, Fedora 4, 
Fedora 5, Fedora 6, Fedora 7, 
Fedora 8
Intel Series
Based on Intel 845 / 865 / 915 
/ 925 / 945 / 965 / Core2 / 
Core4 Chipset
256MB or Above
Display Adapter Driver 
Must Support BLT. Please 
Refer to Hikvision Website 
(www.hikvision.com) for 
Recommended Models.

System Requirement

H.264
OggVorbis, 16Kbps
4CIF: 25fps(PAL)/30fps(NTSC)
4CIF/DCIF/2CIF/CIF/QCIF
4CIF: 10-12fps
DCIF: 20-22fps
2CIF: 25(P)/30(N)fps
Yes
32Kbps ~ 2Mbps Per Channel

Video Compression
Audio Compression

VGA Display
Encode Resolution

Recording/Playback

Dual Stream
Bit Rate

• H.264 (MPEG-4/Part 10) real-time video compression
• OggVorbis real-time audio compression
• Up to real-time 4CIF display resolution
• PCI 2.2 standard
• Support Windows 2000/XP/2003/Vista and Linux operating system
• Provide full SDK and demo source code
• Support variable bit rate and frame rate
• Motion detection
• Support OSD, LOGO, and MASK overlay

DS-4004HCI
PCI Compression Board

Key Features

Specifi cations

Video/Audio Input
Video Input

Video Input Interface
Audio Input

Audio Input Interface

4
BNC (1.0Vp-p, 75Ω)
4
BNC (2.0Vp-p, 1KΩ)

Video/Audio Output
OS

CPU
Motherboard

Memory
Display Adapter

d
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Yes
< 7W
-10°C ~ 50°C
10% ~ 90%
201mmx109mm

PCI-Express
Power Consumption

Operating Temperature
Humidity

Size

General

Windows 2000/XP/2003/Vista, 
Redhat 9.0, Fedora 3, Fedora 4, 
Fedora 5, Fedora 6, Fedora 7, 
Fedora 8
Intel Series
Based on Intel 845 / 865 / 915 
/ 925 / 945 / 965 / Core2 / 
Core4 Chipset
256MB or Above
Display Adapter Driver 
Must Support BLT. Please 
Refer to Hikvision Website 
(www.hikvision.com) for 
Recommended Models.

System Requirement

H.264
OggVorbis, 16Kbps
4CIF: 25fps(PAL)/30fps(NTSC)
4CIF/DCIF/2CIF/CIF/QCIF
4CIF: 10-12fps
DCIF: 20-22fps
2CIF: 25(P)/30(N)fps
Yes
32Kbps ~ 2Mbps Per Channel

Video Compression
Audio Compression

VGA Display
Encode Resolution

Recording/Playback

Dual Stream
Bit Rate

• H.264 (MPEG-4/Part 10) real-time video compression
• OggVorbis real-time audio compression
• Up to real-time 4CIF display resolution
• PCI 2.2/PCI Express standard
• Support Windows 2000/XP/2003/Vista and Linux operating system
• Provide full SDK and demo source code
• Support variable bit rate and frame rate
• Motion detection
• Support OSD, LOGO, and MASK overlay

Key Features

Specifi cations

Video/Audio Input
Video Input

Video Input Interface
Audio Input

Audio Input Interface

8
BNC (1.0Vp-p, 75Ω)
8
BNC (2.0Vp-p, 1KΩ)

Video/Audio Output
OS

CPU
Motherboard

Memory
Display Adapter

DS-4008HCI/HCI-E
PCI/PCI-E Compression Boardn Board
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< 22W
-10°C ~ 50°C
10% ~ 90%
250mmx106mm

Power Consumption
Operating Temperature

Humidity
Size

General

Windows 2000/XP/2003/Vista, 
Redhat 9.0, Fedora 3, Fedora 4, 
Fedora 5, Fedora 6, Fedora 7, 
Fedora 8
Intel Series
Based on Intel 845 / 865 / 915 
/ 925 / 945 / 965 / Core2 / 
Core4 Chipset
256MB or Above
Display Adapter Driver 
Must Support BLT. Please 
Refer to Hikvision Website 
(www.hikvision.com) for 
Recommended Models.

System Requirement

H.264
OggVorbis, 16Kbps
4CIF: 25fps(PAL)/30fps(NTSC)
4CIF/DCIF/2CIF/CIF/QCIF
4CIF: 10-12fps
DCIF: 20-22fps
2CIF: 25(P)/30(N)fps
Yes
32Kbps ~ 2Mbps Per Channel

Video Compression
Audio Compression

VGA Display
Encode Resolution

Recording/Playback

Dual Stream
Bit Rate

• H.264 (MPEG-4/Part 10) real-time video compression
• OggVorbis real-time audio compression
• Up to real-time 4CIF display resolution
• PCI 2.2 standard
• Support Windows 2000/XP/2003/Vista and Linux operating system
• Provide full SDK and demo source code
• Support variable bit rate and frame rate
• Motion detection
• Support OSD, LOGO, and MASK overlay

DS-4016HCI
PCI Compression Board

Key Features

Specifi cations

Video/Audio Input
Video Input

Video Input Interface
Audio Input

Audio Input Interface

16
BNC (1.0Vp-p, 75Ω)
16
BNC (2.0Vp-p, 1KΩ)

Video/Audio Output
OS

CPU
Motherboard

Memory
Display Adapter

d

"R
an

in
a"
 L
td

. 

w
w
w
.r
an

in
a.
co

m



First Choice for Security Professionals

www.hikvision.com 57

< 4.5W
-10°C ~ 50°C
10% ~ 90%
178mmx99mm

Power Consumption
Operating Temperature

Humidity
Size

General

Windows 2000/XP/2003/Vista, 
Redhat 9.0, Fedora 3, Fedora 4, 
Fedora 5, Fedora 6, Fedora 7, 
Fedora 8
Intel Series
Based on Intel 845 / 865 / 915 
/ 925 / 945 / 965 / Core2 / 
Core4 Chipset
256MB or Above
Display Adapter Driver 
Must Support BLT. Please 
Refer to Hikvision Website 
(www.hikvision.com) for 
Recommended Models.

System Requirement

H.264
OggVorbis, 16Kbps
4CIF: 25fps(PAL)/30fps(NTSC)
4CIF/DCIF/2CIF/CIF/QCIF
4CIF: 3-5fps
DCIF: 6-7fps
2CIF: 8-9fps
CIF: 25(P)/30(N)fps
32Kbps ~ 2Mbps Per Channel

Video Compression
Audio Compression

VGA Display
Encode Resolution

Recording/Playback

Bit Rate

• H.264 (MPEG-4/Part 10) real-time video compression
• OggVorbis real-time audio compression
• Up to real-time 4CIF display resolution
• PCI 2.2 standard
• Support Windows 2000/XP/2003/Vista and Linux operating system
• Provide full SDK and demo source code
• Support variable bit rate and frame rate
• Motion detection
• Support OSD, LOGO, and MASK overlay

DS-4008HSI
PCI Compression Board

Key Features

Specifi cations

Video/Audio Input
Video Input

Video Input Interface
Audio Input

Audio Input Interface

8
BNC (1.0Vp-p, 75Ω)
8
BNC (2.0Vp-p, 1KΩ)

Video/Audio Output
OS

CPU
Motherboard

Memory
Display Adapter
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< 9W
-10°C ~ 50°C
10% ~ 90%
198mmx100mm

Power Consumption
Operating Temperature

Humidity
Size

General

Windows 2000/XP/2003/Vista, 
Redhat 9.0, Fedora 3, Fedora 4, 
Fedora 5, Fedora 6, Fedora 7, 
Fedora 8
Intel Series
Based on Intel 845 / 865 / 915 
/ 925 / 945 / 965 / Core2 / 
Core4 Chipset
256MB or Above
Display Adapter Driver 
Must Support BLT. Please 
Refer to Hikvision Website 
(www.hikvision.com) for 
Recommended Models.

System Requirement

H.264
OggVorbis, 16Kbps
4CIF: 25fps(PAL)/30fps(NTSC)
4CIF/DCIF/2CIF/CIF/QCIF
4CIF: 3-5fps
DCIF: 6-7fps
2CIF: 8-9fps
CIF: 25(P)/30(N)fps
32Kbps ~ 2Mbps Per Channel

Video Compression
Audio Compression

VGA Display
Encode Resolution

Recording/Playback

Bit Rate

• H.264 (MPEG-4/Part 10) real-time video compression
• OggVorbis real-time audio compression
• Up to real-time 4CIF display resolution
• PCI 2.2 standard
• Support Windows 2000/XP/2003/Vista and Linux operating system
• Provide full SDK and demo source code
• Support variable bit rate and frame rate
• Motion detection
• Support OSD, LOGO, and MASK overlay

DS-4016HSI
PCI Compression Board

Key Features

Specifi cations

Video/Audio Input
Video Input

Video Input Interface
Audio Input

Audio Input Interface

16
BNC (1.0Vp-p, 75Ω)
16
BNC (2.0Vp-p, 1KΩ)

Video/Audio Output
OS

CPU
Motherboard

Memory
Display Adapter
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< 3.5W
-10°C ~ 50°C
10% ~ 90%
133mmx96mm

Power Consumption
Operating Temperature

Humidity
Size

General

Windows 2000/XP/2003/Vista, 
Redhat 9.0, Fedora 3, Fedora 4, 
Fedora 5, Fedora 6, Fedora 7, 
Fedora 8
Intel Series
Based on Intel 845 / 865 / 915 
/ 925 / 945 / 965 / Core2 / 
Core4 Chipset
256MB or Above
Display Adapter Driver 
Must Support BLT. Please 
Refer to Hikvision Website 
(www.hikvision.com) for 
Recommended Models.

System Requirement
2 
BNC, 1.0Vp-p, 75Ohm
4CIF/2CIF/CIF/QCIF
2 
BNC, Linear output, 600Ω
4 
4CIF: 25(P)/30(N)fps
CIF: 25(P)/30(N)fps

Video Output
Video Output Interface

Decoding Resolution
Audio Output

Audio Output Interface
Audio Decoding

Frame Rate (Per Channel)

• 4-ch CIF/2CIF real time decoding, or 2-ch 4CIF real time decoding, or 1-ch 4CIF 
with 3-ch CIF real time decoding
• 2-ch audio and video outputs 
• Up to 16 multiplex windows
• Video output resolution up to 4CIF+2xQCIF

DS-4002MDI
PCI Matrix Decode Board

Key Features

Specifi cations

Video/Audio Output
OS

CPU
Motherboard

Memory
Display Adapter
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< 7.5W
-10°C ~ 50°C
10% ~ 90%
158mmx108mm

Power Consumption
Operating Temperature

Humidity
Size

General

Windows 2000/XP/2003/Vista, 
Redhat 9.0, Fedora 3, Fedora 4, 
Fedora 5, Fedora 6, Fedora 7, 
Fedora 8
Intel Series
Based on Intel 845 / 865 / 915 
/ 925 / 945 / 965 / Core2 / 
Core4 Chipset
256MB or Above
Display Adapter Driver 
Must Support BLT. Please 
Refer to Hikvision Website 
(www.hikvision.com) for 
Recommended Models.

System Requirement
4 
BNC, 1.0Vp-p, 75Ohm
4CIF/2CIF/CIF/QCIF
4
BNC, Linear output, 600Ω
8 
4CIF: 25(P)/30(N)fps
CIF: 25(P)/30(N)fps

Video Output
Video Output Interface

Decoding Resolution
Audio Output

Audio Output Interface
Audio Decoding

Frame Rate (Per Channel)

• 8-ch CIF real time decoding, or 8-ch 2CIF real time decoding, or 4-ch 4CIF real 
time decoding, or 2-ch 4CIF with 6-ch CIF real time decoding
• 4-ch audio and video outputs 
• Up to 16 multiplex windows
• Video output resolution up to 4CIF+2xQCIF

DS-4004MDI
PCI Matrix Decode Board

Key Features

Specifi cations

Video/Audio Output
OS

CPU
Motherboard

Memory
Display Adapter
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